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5.  If the tractor stalls or the PTO slips: 

 Close applicator and water. 

 Switch off the power and disconnect PTO. 

 Close grain feeder hatch. 

 Release pressure on jack. 

 Remove auger well cover and elevator belt cover to clear blockage. 

 Check and clear the build-up of grain between the rollers and check that no metal or 

stones are trapped between the rollers or auger, turn rollers backwards by hand to 

clear obstruction. 

 Check that the flow of feed is not too high. 

 Check tractor speed is correct in relation to flow. 

The machine is now ready for Starting Up - refer to page 11. 

 

6. The flow of grain stops - the Feeder Belt starts to ”smoke”: 

 The force feeder is bound in straw. 

 The force feeder is jammed. 

 The rollers have stopped turning. 

 Switch off power and disengage PTO. 

 Close applicator and water. 

 Insert the cut-off plate to hopper 

 Remove the straw, stones etc. 

 Manually reversing the rollers sometimes clears the obstruction. 

 Remove the cut-off plate 

 The machine is now ready for Starting Up - refer to page 11. 

 

7.  Output is reduced: 

 PTO speed is not correct 

 Stones etc. loose on top of rollers 

 Straw wrapped round butterfly-screw. 

 Main drive belt stuck or not adjusted correctly. 

 Auger/elevator belt worn or tensioning spring needs replacing. 

 Close grain feeder door. 

 Close applicator and water. 

 Switch off power and disengage PTO. 

 Insert the cut-off plate to hopper 

 Release tension on jack and allow roller to fall back to stops and clear obstruction. 

 Open grain feeder door 

 Remove grain, stones etc. from rollers and butterfly. 

 Close feeder door. 

 Remove the cut-off plate. 

The machine is now ready for Starting Up - refer to page 11. 

 

 

 



   

16 

 

Closing Down 

 

1. Close the Liquid applicator and the Feeder Hatch.  

2. Wind the Adjusting Crank clockwise 3-4 turns to increase the space between the 

rollers.  Let the machine run until the hopper is empty and the machine is clean of 

grain. 

3. Stop the tractor and disengage PTO drive. 

4. Adjust the tension from the Jack Spring to half of the working pressure via the Hy-

draulic Handpump. 

5. Check the rollers immediately for uneven or excessive heat. 

6. If excessive or uneven heating occurs: 

 Check uneven alignments (refer to page 10). 

 Clear stones by removing the Roller Adjusting Shaft. 

7. Replace bearings if necessary. 

8. Clean the crimper of all loose grain and debris. 

9. Disengage Scraper Knives by removing the Scraper Knife Spring.  The Scrapers are 

reached by removing the Access Plate below the drive roller.  Ensure the Scraper 

Spring is replaced. 

10. Clean and straighten the Force Feeder and clean the Elevator. 

11. Clean the Bottom Auger thoroughly after use. 
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Daily Maintenance 

 

 

Switch off all power to the machine before any maintenance. 

 

Carry out these checks daily during the season.  

 

Check the Belts and Chain Drive (Elevator / Bagging Unit) 

The Auger Belt and the Feeder Belt are spring loaded.  Replace if worn. 

 

Check the Elevator Chain 

When the Elevator is in vertical position, the Chain can be checked through the Auger 

Access Hatch.  Sideways movement should be possible on the sprocket. 

 

Check the Hopper Bolts 

Check the Hopper Bolts and Nuts every day, in order to avoid the bolts dropping on to 

the Rollers. 

 

Lubricate the Bearings 

When the machine is in constant use, the bearings require a minimum of two strokes 

of grease gun daily. 

 

Check the Drive Pulleys 

Check for tightness of Allen screws and alignment. 

 

Check the Rollers 

Alignment should be checked and adjusted if necessary.  Also check for any signs of 

over-heating. 

 

Clean the Auger 

Remove Bottom Auger pan-tray to clean at end of day to minimise contamination of 

feed and to minimise any possible corrosion. 
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Clean the machine properly after use. Wet and mould spoil the quality of crimped 

grain and damage the machine. 

End-of-Season Maintenance 

 

Switch off all power to the machine before any service. 

 
1. Clean the crimper thoroughly with a power hose.  Do not aim the jet of water straight 

on the bearings. 

2. Remove the elevator chain and put it into a suitable container filled with oil.  Leave 

chain to soak for at least half an hour.  Re-install the chain again. 

3. Apply anti-corrosion protective material on all surfaces to minimise corrosion. 

4. If the paintwork is damaged, apply anti-corrosive paint. 

5. Check roller surfaces.  If they are smooth, contact your Distributor’s representative 

for resurfacing advice. 

6. When not connected to a tractor, the PTO shaft should be supported so that it does 

not get damaged or foul the protecting guard. 

7. The crimper should be kept in a dry place when not in use. 

8. During the winter period ensure that the Jack Spring is under ¾ of full tension and 

the Bottle Jack pumped on half pressure. 

9. For longer bearing life, turn the rollers by hand half a turn once or twice during the 

winter. 

10. If any bearings are dismantled, they should be washed and greased thoroughly before 

being reinstalled. 

 



   

19 

 

Notes 

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________

_____________________________________ 


