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TRIBORD System  

 
 

Performance officially proved in 
test centres : 
Guaranted efficiency for a spread 
width  
from 9 to 36 m 

Electric remote control c/w led 
visual indicator : 
A very confortable operation. No 
risk to forget the border 
spreading mode. 

2 results can be obtained : yield or 
environment optimisation (PR EN 13739 
norm) : 
The TRIBORD system meets the future 
environment standards and makes it 
possible to adapt border spreading to 
specific area conditions.  

Complementary to the DPX 
system, added functionality : 
DPX : the 3-dimension spreading 
system : 
1-  spread rate 
2-  spread width  
3-  border spreading  

Border spreading without 
leaving the tractor cab : 
Easy start up and time saving 
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100 % easy, no adjustment 
required :  
Border setting is combined 
with the spread width 
adjustment 

An original design : 
The TRIBORD system is fully 
integrated to the DPX spreader 
and does not affect either 
spread width or rate adjustments 
or even the end-user safety at 
work.  

Electric actuator combined with a 
protection casing c/w gasket ; 
synthetic material unaffected by 
air/water, and special stainless 
steel spout : 
Longlife system with easy 
maintenance  

Return to manual setting is 
always possible thanks to the 
easily removable electric 
actuator : 
You can cape with any technical 
incident and spread in any 
circumstances  
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The inclined spout carries and smoothly 
accelerates the fertilizer flow down to 
the border spreading blade :  
The fertilizer stream is never 
interrupted ; thus physical data of the 
granules are maintained from the hopper 
down to the border (unlike a deflector 
system)  


